
SL30 SOLAR LINEA

 

Split-structure design, simple operation, delivering
high-efficiency lighting 

High-performance split-type solar tubular light

Mono-crystalline
Silicon Panel

20W 32°F to + 122°F

32°F 

+ 122°F

IP66Up to
175 lm/W

LiFeP04
 Battery

MPPT Sustainable



SL30 SOLAR LINEA

Excellent Design
Split-body design, featuring a PMMA lamp 
body with over 85% light transmittance and 
up to 175 lm/W efficacy. 

Utilizes high-performance LiFePO4 batteries and 
mono-crystalline solar panels for 
superior efficiency.

High Conversion Rate

Features a stepped adjustable support bracket 
that enhances stability and wind resistance.

Sturdy Structure

LiFePO4 battery

Ladder style adjustable support bracket

Mono-crystalline solar panels



SL30 SOLAR LINEA

Working Mode
Default settings ensure long-term stable lighting performance.

Equipped with a 16 ft DC cable for convenient 
use in various installation scenarios.

The light is equipped with switch on the side, 
eliminating the need for a remote control 
and ensuring simple operation.

Default working mode
Working
hours

luminance

Light up for 30 seconds when detected

Time 1 Time 2 Time 3 Time 4 Time 5

0.2h 0.5h 0.5h 2.5h 9.5h

100% 50% 15% 12% 5%

5 Stage Intelligent Mode 

D/N Dly Time 1 Time 2 Time 3 Time 4 Time 5

D/N Thr
D/N Thr

Sunset
Light on
Light off

Sunrise



SL30 SOLAR LINEA

Hybrilux’s Solar Linea is constructed from PMMA material and 
stainless steel 316, offering excellent anti-corrosion propeties. 
With an IP66 rating for water and dust resistance and an IK08 rating 
for impact protection, it is designed for both indoor and outdoor 
applications, such as Canopies, Advetising & Sign lighting, 
Bus-station, Park pavilions.

• High efficiency up to 180 lm/W
• MPPT controller
• LiFePO4 battery with over 2,000 cycles of lifetime
• Mono-crystalline solar panel
• PMMA housing and 316 stainless steel end cap 

Description

Key Features

Applications New Features

* Please consult us for details.

• Bus-station
• Residential sign lighting
• Community advertising
• Public signage lighting
• Park pavilions
• Canopies
• Backyards
• Corridors

General Information
Housing materials Aluminum alloy

Housing finish Anodizing

Optic materials PMMA

Fixture color White (RAL9016)

CCT selection NO

Sensor NO

Light source SDCM <5
Impact resistance IK08(solar panel not induded)

Ingress protection IP66
Category of corrosion C3 (ISO 9223:2012)

Certification CE / RoHS

Warranty(years) 3 years for battery, 5 years for other parts

Technical Data
Code SL30-020

Nominal wattage(W) +- 5% 20

Solar panel type Mono-crystalline

Solar panel voltage(V) 16.5

Solar panel wattage(W) 25

Battery type LiFePO4

Battery ampere hour(Ah) 16
Battery voltage(V) 3.2

Battery capacity(Wh) 51.2
Battery lifetime >2,000 cycles (D.OD. 80%)

Charge controller type MPPT

Charge controller 2

Operating time(hrs) Intelligent mode: 2 nights

Electrical class Class III

Light source LED2835

Color rendering index Ra70/Ra80

General luminous e�cacy(lm/W) 180lm/w@5000K Ra70

Color temperature(K) 1-CTT: 3000K/4000K/5000K

3500-3600

3300

L00C44

32 to 122

51300-L90B50

106800-L80B50

169800-L70B50

Luminous flux(lm) +- 10% Ra70
Luminous flux(lm) +- 10% Ra80

1-CCT

1-CCT

Beam angle

Operating temperature(°F)

Lifespan of LED@Ta=25°C(hrs)



SL30 SOLAR LINEA

Photometrics

Measurements

Weight

Symmetrical 122° L00C44

Carton size(in.) Qty/
CTN

35.83x12.20x8.66

Package weight(lbs.) ±6%

Product code

SL30-020
(Luminaire) Ø3.1x23.7 3.75

Dimensions  
AxB(in.)/AxBxC(in.)

N.W/PC

Product weight(lbs.) ±6%

4.19

G.W/PC N.W/CTN G.W/CTN

6

19.29x16.54x5.517.05 8.60

22.93 27.78

Luminaire

13.8x18.06x3.1 1/ /

Solar panel

B C

A

B

A

SL30-020
(Solar panel)



Accessories

Intelligent  Control  Mode 

Default working mode
(Intelligent mode)

Working hours 0.2h 0.5h 0.5h 2.5h 9.5h

Time 1 Time 2 Time 3 Time 4 Time 5

100% 50% 15% 12% 5%Brightness

Sunset Midnight

9.5 h
T5

2.5 h
T4

0.5 h
T3

0.5 h
T2

0.2 h
T1

Sunrise

Remote control 

100%

50%

15%
12%

5%
0%

Remote control distance (49.2ft)

SL30 SOLAR LINEA



SL30 SOLAR LINEA

Connecting the wire

Mounting Options

Ceiling Mounting Wall Mounitng

Press the ON/OFF button to 
activate lamp

Cable length: 5M

Suggested installation height
1.2~5M

1

2




